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PROPOSED MANAGEMENT OBJECTIVES TO ADDRESS
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CALAVERAS RIVER WATERSHED MANAGEMENT PLAN

(Page 1 of 1)

	Pollutant, Property,

or Function
	Sources
	Causes/Process
	Management Objective
	Proposed Measurement Criteria
	Applicable Management Strategies

(see Table 4-27)

	P13.  Nutrients and Chemicals from Improper Waste Disposal
	Illegal garbage dumping
	Debris, nutrients, and chemicals from household waste may enter a stream through runoff or groundwater seepage to surface water.
	To limit accelerated enrichment and contamination of streams from runoff or groundwater seepage containing nutrients, pathogenic organisms, organic substances, and heavy metals and toxic substances through education, implementation of BMPs, and regulatory enforcement
	Reduction of nutrient and chemical levels in surface water and groundwater, if present, adjacent to or below disposal areas in comparison to an upstream reference location.  Reduction in number of disposal areas
	13.1 through 13.3

	
	Yard waste piles
	Nutrients and bacteria may enter a stream through runoff or groundwater seepage to surface water.
	To limit accelerated enrichment and contamination of streams from runoff or groundwater seepage containing nutrients, pathogenic organisms, organic substances, and heavy metals and toxic substances through education and implementation of BMPs
	Reduction of nutrient and bacteria levels in surface water and groundwater adjacent to or below yard waste piles in urban areas in comparison to an upstream reference location.  Reduction in number of disposal areas
	13.1 through 13.3

	
	Abandoned vehicles
	Metals and fuel and oil compounds may enter a stream through runoff or groundwater seepage to surface water.
	To limit contamination of streams from runoff or groundwater seepage containing organic substances, heavy metals, and toxic substances through education, implementation of BMPs, and regulatory enforcement
	Reduction of metal and chemical levels in surface water and groundwater, if present, adjacent to or below vehicle abandonment areas in comparison to an upstream reference location.  Reduction in number of abandoned vehicles
	13.1 through 13.3


Notes:  Applicable management strategies are presented in Table 4-27.

BMP
Best management practice

