TABLE 4-48

PROPOSED MANAGEMENT OBJECTIVES TO ADDRESS

BUILDING IN FLOOD-PRONE AREAS
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	Pollutant, Property,

or Function
	Sources
	Causes/Process
	Management Objective
	Proposed Measurement Criteria
	Applicable Management Strategies

(see Table 4-49)

	P24.  Land Use Planning and Zoning Has Allowed Building in Areas Now Prone to Flooding.
	Not applicable
	Historic changes to flood plain maps and unsuccessful development plan mitigation
	To identify flood-prone areas and adopt appropriate land use controls for controlling or prohibiting development of flood plains
	Reduction in flood losses in flood prone areas
	24.3, 24.5 through 24.8, 24.10, and 24.16

	
	
	Inadequate control of storm water in urbanized areas


	To minimize the effects of flooding, augmented by flow blockage or undersized drainage system, though the use of engineering controls and maintenance BMPs
	Reduction in flood losses in flood prone areas; decrease in stream stage (depth) at road crossings; and increase in flow through road crossings
	24.1, 24.2, 24.4, 24.7 through 24.10, 24.13, and 24.16

	
	
	Increases in hardscape leads to increased runoff volume and shorter rise times.
	To minimize the effects of flooding, augmented by rapid runoff, through runoff controls and implementation of appropriate land use BMPs in upland areas
	Reduction in flood losses in flood prone areas; increase in rise time and decrease in flow rate from urban areas
	24.3, and 24.12 through 24.17

	
	
	Modification of swales and stream courses (channelization, road crossings, and reduction in channel storage)
	To minimize the effects of flooding, augmented by channel modification, through efforts to stabilize and if appropriate, restore stream banks and channels
	Reduction in flood losses in flood prone areas; increase in channel storage and water rise time; an increase in vegetative layers, canopy, and function necessary to slow flood flows
	24.3, 24.8, 24.11, and 24.13 through 24.16


Note:  Applicable management strategies are presented in Table 4-49.

BMP
Best management practice

